














1. Attach one of the mounting brackets securely to the back edge of the furniture using the 
shorter screws.

2. Determine where the dresser will be placed and mark the wall approximately 2” below the 
bracket mounted on the dresser.

3. Drill a 3/16” hole in the wall. Press the plastic anchor into the hole and gently tap until the 
flange on the anchor is against the wall surface.

4. Position the other bracket over the anchor and use the longer screw to securely attach the 
bracket to the wall.

5. Place the dresser so that the bracket on the back edge is in line with the bracket on the 
wall.
6. Lace one end of the nylon restraint strap down through each bracket. Bring both ends 
together and slide the beaded end of the strap through the keyhole shaped slot on the other 
end, slide until it is snug. Pull down on the beaded end so it snap- locks into the keyhole slot. 

7. To double lock, return the beaded end back through the keyhole as shown.

8. Check to make sure the strap is securely laced and locked to the bracket.

1. Fije una de las abrazaderas de ensamblaje con seguridad al borde posterior del mueble 
usando los tornillos más cortos. 

2. Determine dónde se va a colocar la cómoda y haga una marca en la pared aproximada-
mente 2” por debajo de la abrazadera ensamblada en la cómoda.

3. Taladre un hoyo de 3/16” en la pared. Presione el gancho de plástico en el hoyo y pre-
siones ligeramente hasta que la brida del gancho esté contra la superficie de la pared.

4. Coloque la otra abrazadera sobre el gancho y use el tornillo más largo para fijar con segu-
ridad la abrazadera a la pared.

5. Coloque la cómoda de tal manera que la abrazadera en el borde posterior está alineado 
con la abrazadera de la pared.

6. Coloque un extremo de la franja de traba de nylon a través de cada abrazadera. Junte 
ambos extremos y deslice el extremo con reborde de la franja a través de la ranura con 
molde de ojo de cerradura al otro extremo, deslícelo hasta que esté ajustado. Jale hacia 
abajo en el extremo con reborde para que se fije automáticamente en la ranura del ojo de la 
cerradura.

7. Para volver a asegurar, retorne el extremo con reborde de regreso a través del ojo de la 
cerradura como se muestra.

8. Revise para asegurarse que la franja esté bien fijada y asegurada a la abrazadera. page 8
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